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IMAGE SERVER (CT-15020)
B-WORKS (CT-13033)

B-PROCESSOR (CT-13032)

OPTIC

DVI

A-SUB CONTROL (CT-13041)

OPTIC SPLITTER (CT-13034)

MAX 4ea A-SUB CONTROL

• 320W SMPS INCLUDE

• 24VDC/DATA OUT
• 8 PORT
• 1 PORT : MAX 32 ZINI2 RGB

• DATA-IN : OPTIC
• DATA-OUT : 8 PORT OPTIC
• 1 PORT : MAX 4 A-SUB CONTROL

• DATA-IN : DVI
• DATA-OUT : OPTIC

OPTIC (MAX 500m)

MAX 4ea A-SUB CONTROL

ZINI 2 RGB (ZI-14051~54)
• 1 A-SUB CONTROL = ZINI2 RGB MAX 256

IMAGE-LED Lighting System

ZINI2 RGB (ZI-14051~54)

POWER INPUT : 100~240VAC, 50~60Hz
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AWG 20 x 4C M12 Waterproof Connector(IP68) Cable : 24VDCx2C / DATAx2C

A-SUB CONTROL

※24VDC 및 DATA 통신 허용거리

24VDC 허용거리 30m MAX

DATA 통신허용거리 MAX 2m

MAX 30m

AC 220V

1 2 31 32
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IMAGE-LED Lighting System

ZINI2 RGB (ZI-14051~54)

※ Example - ZINI2 RGB 432set<Width 36, Height 12>
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